






The Meridian PRO features both a �ip-up sighting prism 
and a rotating bezel, allowing this compass to be used as 
a traditional hand-held compass or as an optical sighting 
transit. 

� Durable aluminum body 
� Fluid-�lled dampening
� �Thermo-elastic capsule for durable 

bubble-free performance
� Integrated Clinometer 
� Bubble level 
� 1/4 inch thread for tripod attachment
� Thumb holder ring 
� Flip-up sighting prism 
� Clear lid with sighting line 
� Cordura carry case with belt loop 
� Luminescent bezel and north points 
� Inch and mm scales 
� �Metal bezel with 0-360 azimuth scale 

(5 degree resolution)
� �Internal compass card with 0-360 azimuth scale and 

reciprocal scale. (1 degree resolution)

Dimensions: 3.9� x 2.5� x 1.2� 
Weight: 7.4 oz. 

Very similar to the Meridian PRO, this standard Meridian 
does not feature the integrated clinometer, and features 
an optical diopter lens instead of a �ip-up prism for optical 
sighting. 

� Durable aluminum body 
� Fluid-�lled dampening
� �Thermo-elastic capsule for durable 

bubble-free performance
� Bubble level
� 1/4 inch thread for tripod attachment 
� Thumb holder ring 
� Sighting lens with diopter adjustment 
� Clear lid with sighting line 
� Cordura carry case with belt loop 
� Luminescent bezel and north points 
� Inch and mm scales 
� Metal bezel with 0-360 azimuth scale (5 degree resolution)
� �Internal compass card with 0-360 azimuth scale and 

reciprocal scale. (1 degree resolution)

Dimensions: 3.5� x 2.5� x 1.2� 
Weight: 7.0 oz. 



The very unique Alpin PRO works as a standard baseplate 
compass with a 2 degree resolution bezel, or �ip up the 
sighting prism for a precise reading of the internal compass 
card with one degree resolution.

� Transparent baseplate with rubber feet
� Flip-up sighting prism
� Fluid �lled dampening
� �Thermo-elastic capsule for durable 

bubble-free performance
� �Luminescent bezel with 0-360 azimuth scale 

(2 degree resolution)
� Internal compass card with 0-360 azimuth scale and 		
	 reciprocal scale. (1 degree resolution)
� Integrated clinometer (0-90 deg; 1 deg resolution)
� Cut-outs for map marking
� Luminescent navigation points
� 1:25,000; 1:50,000; 1:63,300 map scales
� Magnifying lens
� Cm and inch ruler
� Nylon carry case with belt loop

Dimensions: 4.1� x 2.4�
Weight: 1.7 oz.

Utilizing the same baseplate as the Alpin Pro, but with 
a traditional needle instead of an internal compass card, 
the Horizon still offers a wide selection of map scales 
and features. 

� Adjustable declination 
� Transparent baseplate with rubber feet 
� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance 
� Luminescent bezel with 0-360 azimuth scale (2 degree 		
	 resolution) 
� �Internal compass card with 0-360 azimuth scale and 

reciprocal scale. (1 degree resolution) 
� Integrated clinometer (0-90 deg; 1 deg resolution) 
� Cut-outs for map marking 
� Luminescent navigation points 
� 1:25,000; 1:50,000; 1:63,300 map scales 
� Magnifying lens 
� Cm and inch ruler 
� Comfortably wide neck lanyard with release 

Dimensions: 4.1� x 2.4� 
Weight: 1.7 oz. 



Created with and tested by the BRK mountain rescue 
service, this feature rich precision instrument was designed 
with durability in mind.

� Adjustable declination
� Triple sighting system
� Unbreakable polished aluminum sighting mirror
� Fluid �lled dampening
� �Thermo-elastic capsule for durable 

bubble-free performance
� Integrated clinometer (0-90 deg; 1 deg resolution)
� Transparent baseplate with rubber feet
� 1:25,000 and 1:50,000 map scales
� Degrees/percent conversion table
� Luminescent bezel and navigation points
� 0-360 degree azimuth scale (2 degree resolution)
� Cm and inch ruler
� Magnifying lens
� Cut-outs for map marking
� Comfortably wide neck lanyard with release

Dimensions: 2.5� x 4.3�
Weight: 2.5 oz.

Built with all the same highly durable features as the Alpin, 
the Sherpa BW2 is only lacking the clinometer and luminous 
bezel.

� Adjustable declination 
� Triple sighting system 
� Unbreakable polished aluminum sighting mirror 
� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance
� Transparent baseplate with rubber feet 
� 1:25,000 and 1:50,000 map scales
� Luminescent navigation points 
� 0-360 degree azimuth scale (2 degree resolution)
� Cm and inch ruler 
� Magnifying lens
� Cut-outs for map marking 
� Comfortably wide neck lanyard with release 

Dimensions: 2.5� x 4.3� 
Weight: 2.5 oz. 



Don�t be fooled into thinking this is a small micro compass.  
This compass features the same full size capsule and 
luminescent bezel as the Alpin, just with a shorter baseplate 
and mirror.

� Adjustable declination
� Durable ABS baseplate and mirror case
� Triple sighting system 
� Unbreakable polished aluminum sighting mirror
� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance
� Integrated clinometer (0-90 deg; 1 deg resolution)
� Luminescent bezel and navigation points 
� 0-360 degree azimuth scale (2 degree resolution)
� Comfortably wide neck lanyard with release

Dimensions: 3� x 2.25� 
Weight: 2.0 oz.

Just like the Lumo Tec, but without the luminescent 
bezel and adjustable declination, the M1 Sport features 
a full-size compass capsule and triple sighting system for 
improved accuracy.

� Durable ABS baseplate and mirror case 
� Triple sighting system 
� Unbreakable polished aluminum sighting mirror
� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance
� Luminescent navigation points
� 0-360 degree azimuth scale (2 degree resolution)
� Comfortably wide neck lanyard with release

Dimensions: 3� x 2.25�
Weight: 2.0 oz.

 



The Special offers a mils scale (in addition to the standard 
azimuth scale) compass in more traditional hiking compass 
design with rotating bezel -- as compared to a military 
lensatic compass

� Case and lid made of shock resistant black plastic
� Unbreakable polished aluminum sighting mirror 
� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance
� 0-6400 mils scale (100 mil resolution)
� 0-360 degree azimuth scale (5 degree resolution)
� Cm and inch ruler
� Luminescent navigational points
� Comfortably wide neck lanyard with release

Dimensions: 2.3� x 3.0�
Weight: 1.4 oz.

The Dakar is a unique compass that functions just like a 
direct-read military style lensatic compass with the �ip-up 
optic, but instead of being built in a solid metal casing the 
Dakar lensatic compass is built onto a clear baseplate.

� Adjustable declination
� Lensatic sighting optic
� �Clear lid with sighting lines also functions as 

an extended baseplate
� Fluid �lled dampening
� �Internal compass card with 0-360 Azimuth scale 

(1 degree resolution)
� 1:24,000; 1:25,000; 1:63,360 map scales
� Cm/mm and inch (1/20th) rulers
� Cut-outs for map marking

Dimensions: 2.25� x 3.25�
Weight: 1.8 oz.

 



The K1-L features a rotating 0-360 degree azimuth scale 
like any other traditional compass, but it�s unique bezel-free 
design can make your map reading more accurate, since 
the clear azimuth scale can be laid directly onto your map.

� Fluid �lled dampening 
� �Thermo-elastic capsule for durable 

bubble-free performance
� �Bezel-free 0-360 degree azimuth scale 

(2 degree resolution)
� Clear baseplate with magnifying lens
� Luminescent navigational points
� 1:25,000 and 1:50,000 map scales
� Cm ruler
� Comfortably wide neck lanyard with release

Dimensions: 4.1� x 2.4�
Weight: 1.4 oz.

Built just like the K1-L, but on a shorter baseplate for more 
convenient packing and storage.  This may be the most 
durable baseplate compass available -- anywhere.

� Fluid �lled dampening
� �Thermo-elastic capsule for durable 

bubble-free performance
� �Bezel-free 0-360 degree azimuth scale 

�(2 degree resolution)
� Luminescent needle tip
� 1:50,000 map scale
� Cm and inch ruler 
� Comfortably wide neck lanyard with release

Dimensions: 3.2� x 2.4� 
Weight: 1.1 oz.



This compact but heavy-weight desk compass makes a 
great �rst impression. Arriving in a foam-inlayed gift box 
your gift is not only kept safe, but presented nicely.

� Thick polished brass housing and lid
� Nostalgic compass dial
� Perfect for engraving
� Packed in a gift box with foam insert
� Dry compass capsule

Diameter: 2.1�
Height (with lid): 0.6�

Weight: 3.9 oz.

This attractive desk compass features a high-polished silver 
colored zinc body with a �uid �lled capsule, and felt bottom.

� Heavy duty, highly polished zinc body
� Fluid �lled dampening
� 0-360 degree azimuth scale (5 degree resolution)
� Aluminum presentation box with foam inlay

Diameter: 2.3�
Height: 0.5�

Weight: 4.8 oz.


